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\ I. SUMMARY
:ﬁ This report gives an account of the work conducted by NOKSAR in con=-
:3 junction with the deployment of a new regional array in Norway under
.:3: Contract F49620-84~C~Q013.
{2 The purpose of the development of an experimental regional array in
'fa Norway is to take advantage of the extremely good propagation of high-
S; frequency energy for regional seismic phases in Eurasia. Since Norway
. is located within the same geologic plate boundary as the Soviet
;%: Union, the deployment of such an array in Norway will provide impor-
_Eﬂ tant new insight with respect to the projected performance of possible
. future in-country stations in the U.S.S.R.
i_ .
'?: The array has been implemented as a joint undertaking between NORSAR
N and the Sandia National Laboratories, Albuquerque, NM, USA. The new
B array became operational in September 1984.
- Agreements with landowners on use of their land have been reached. An
k' engineering consultancy company was hired to do planning of all
;? construction work for the new array. The same company also assisted in
) the selection of contractors for the field work and also inspected
%;: performance and progress of all contractors on a regular basis.
.
Eif The actual field work started in March 1984 with the deployment of the
fﬂ seismic vaults and drilling of two boreholes for seismometers. A
g central terminal building was completed in June. Trenching and cable
i laying started in June and was completed in August. All field work by
j: contractors was finalized on August 15th, allowing Sandia represen-
‘f: tatives to start implementing the seismic system on August lst, and
i: continuing their work unimpeded until completion of system deployment
~ early September.
:‘ The work related to transmission of data from the new array to various
! locations in the U.S. via satellite and to the NORSAR Data Processing
I; Center at Kjeller, via a new 64 Kbits/s digital land line, progressed
’

b1 satisfactorily. Data reception at Sandia by satellite was accomplished




in late September 1984. The new land line for transmission of data to

the NORSAR Data Processing Center was installed in September, and
after some initial technical problems, continuous recording of NURESS

data started at Kjeller on January 2, 1985.

An IBM 4341 Model K10 processor was purchased during the reporting
period. This processor is used for on-line processing of the data

from the new array. In addition, two Megamux multiplexing units and an
IBM/XT computer were acquired. These are communication interfaces for
data transmission via the land line in Norway and via the ARPANET for

transmission of seismic event bulletins to the U.S., respectively.

Based on the Eecordings obtained to date, a preliminary evaluation of
the event detection capability of the new array has been conducted.
This evaluation indicates the following approximate detection
thresholds for various ranges and source regions: Distance range
0-200 km: close to My, = O. Distance range 200-1500 km: increasing to
M;, = 2-2.5 at 1500 km. Distance range 1500-3000 km: mp = 2-3

for Eurasia. Distance range 3000-10000 km: my = 3 or slightly better
for the test sites at Semipalatinsk (U.S.S.R.) and Lop Nor (China),

between mp 3 and 4 for Eurasia in general and between my 4 and 5 for

the Western Hemisphere.

b

lscession For ‘
NTIS GRA&IL ia

| =
]

|




...

_‘-"'.‘--"-’ b 20 e
T T

2

0

SN P

5 A2

T T PO T W -y FTRTRITRY TR

II. GENERAL BACKGROUND

The purpose of the development of an experimental regional array in
Norway is to take advantage of the extremely good propagation of high~
frequency energy for regional seismic phases in Eurasia. Since Norway
is located within the same geologic plate boundary as the Soviet
Union, the deployment of such an array in Norway will provide impor-
tant new insight with respect to the projected performance of possible

future in-country stations in the U.S.S.R.

The array has been constructed in Norway as a joint enturprise between
Sandia National Laboratories, Albuquerque, U.S., and NORSAR, and ini-
tial data from the array wer:. available from September 1984. Seismic
data are beiné transmitted via satellite to several recipients in the
U.S., and via a 64 Kbits/s digital land line to the NORSAR Data Pro-

cessing Center at Kjeller.

Sandia's role in the joint undertaking has been the design and engi-
neering of the electronics of the array system. Sandia representatives
were present in Norway during the summer of 1984 for the field deployment
and subsequent testing of seismometers, amplifiers, intra-array com-

munication, central microprocessors, etc.

Over the past five years, NORSAR has conducted extensive field experi-
ments to assess the potential of regional arrays in detection and
location of regional seismic events. Results obtained from this work
have been directly utilized in the planning and design work for the
new array. The current and previous NORSAR research contracts with
DARPA have contained several tasks that relate directly to the pro-
cessing of data from regional arrays like the new NORESS array now
implemented. In particular, a processing package (RONAPP) for on-line
detection and location of regional seismic events has been developed
and tested. The data from the new NORESS array are now being subjected

to real-time processing using the RONAPP algorithm.

i " 2 E T S

*y

oS,
EY

NG i SR

L
g

.-N—‘-f"a e

- 1
s, t,

3 TSR AAR 3 A

-t e N o "y ‘,v 4

AR AR

-y

LRy
=Y

Yy ¢

.
ar




ARy
,l‘ l. A' l}

-

L

e

Under this contract, DARPA provided funds for the initial deployment
of the new array. In addition, an IBM 4341 computer now being used for
on-line analysis of data from the new array, has been purchased during
the reporting period. This computer is the first item acquired for the
new processing center at Kjeller. Additional items have been proposed

for the FY85 contract.

NORSAR's involvement with the field deployment of the new array was
related to the site preparation and installation. All construction
work (trenching, acquisition and deployment of vaults, drilling of
boreholes and the construction of a central terminal building in the
array) was organized, supervised and administered by NORSAR, with the
actual constfaction work being contracted to local comstruction com-
panies. This report gives an account of the progress of the field
work, and includes figures showing the essential elements being

constructed (central station, vaults, boreholes and trenches).

Also included in the present report is a description of work related
to the transmission of the seismic data via satellite to the U.S. and
also via digital land line to the NORSAR Data Processing Center at
Kjeller.

Finally, a preliminary evaluation of the event detection capability of

the new array for various event distance ranges is given.
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IIIL. MISCELLANEOUS ACTIVITIES RELATED TO THE FIELD WORK
I11.1 Land acquisition

The landowners affected by the new array were all approached during
the fall of 1983. A lumbering company is the major landowner in the
area. In addition to this company, three other landowners are

affected, each of these having no more than one seismic vault and a

trench less than a couple of hundred meters long on their land.

Contracts have been negotiated with all landowners and were signed in
December 1983. The three minor landowners all accepted a nominal com-
pensation (to be paid once) for the future inconvenience of having
installations and trenched cables on their ground. With the major lan-
downer a different agreement was reached. For an amount to be paid
yearly, he has accepted to make sure that no new activities will be
taken up within the array site that could produce local noise that
could be potentially harmful to the seismic data. In addition, yearly
amounts will be paid for use of roads in the area and for the incon-

venience represented by the presence of the array.

III.2 Planning and inspection of construction work

¢stlandskonsult A/S, an independent engineering consultancy company,
was hired to work out the detailed plans for all site construction
activities. All plans and specific descriptions were completed in
January and tender documents were distributed to potential bidders

following public announcements.

¢stlandskonsult A/S assisted in the evaluation of bids and the selec-
tion of contractors for the various jobs, and by the end of March, all

contracts were placed.

@stlandskonsult A/S was also contracted to do inspection and control
of all field activities by the construction companies. This work has

been done in close cooperation with NORSAR personnel.
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I1I1.3  Coordination meetings

During the reporting period, meetings have been held both in Norway
and Albuquerque for coordination of the field work during the summer
of 1984 and evaluation of the results from the initial array

operation.

In January, during a meeting in Albuquerque, detailed information was
exchanged to a level that permitted finalizing of all plans regarding

the array construction work.

In March, representatives of COMSAT, Sandia and NORSAR met in Norway
to discuss matters related to the satellite transmission of data to

the U.S.
Another planning meeting took place in Albuquerque in early May. Apart
from deployment work this summer, future operation of the array was

discussed during this meeting.

Sandia representatives were present in Norway from late May till mid-

September for the installation of the seismic system.

In early November Sandia and NORSAR representatives met in Albuquerque

for the first evaluation of the performance of the new array.

I111.4 Transportation

The first shipment from Sandia with about 60 tons of cables, terrain
vehicles and antenna equipment arrived in 0Oslo on a commercial vessel
on May 30th., NORSAR's handling agent cooperated with the U.S. Air
Force Transportation Office in Oslo on customs clearance, and arranged

transportation to the array site.
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The second shipment (about 10 tons ot equipment) arrived by direct
flight from Albuquerque to Uslo on July 25th. Customs clearance and

transportation were done as before.
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Iv. FIELD WORK

The geometry of the new array is shown in Fig. IV.l., The elements of
the array are organized in four concentric rings around the center.
The central element is a 3-component instrument in a 60 m deep
borehole. The remaining 24 elements are deployments in shallow vaults
(21 instruments recording vertical ground motion only, and 3
3-component systems). In addition, there is another 60 m deep borehole
near the center of the array, housing a 3-component broad-band
instrument., Data are transmitted within the array via buried cables to
the central terminal building situated close to the central element in
the array geometry. From t?is building the seismic data are
transmitted via satellite to the U.S. and also via a land line to

Kjeller.

Iv.l Trenching and cable laying

It took about 15 km worth of trenches to connect all sites in the
array with the central terminal building. Approximately 28 km of fiber
optic signal cables and 44 km of power cables (all supplied by Sandia)
were placed in the trenches. The operations started with clearing of
paths for the trenches during the winter of 1984. This work was done
by the major landowner in the area. The contractor chosen for the
trenching and cable laying operations started work in mid-June. The
procedure chosen was to string out all cables along the trench path
and then run the back-hoe over the path for the trench digging,
followed by placing all cables in the trench and finally backfill
gently (by hand for the lower 15 cm of overburden) to avoid damage to
cables. This work proceeded generally in accordance with the planned
progress and was completed on August 15th. Fig. IV.2 shows cross sec-

tions of various types of trenches.

1v.2 Boreholes
The array has two boreholes, one at the center point of the array

geometry (Fig. IV.l) and the other about 5 m away from the first oae.

These holes are for a 3-component short-period instrument and
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3-component broad-band i{nstrument, respectively. Hole depths are 6U m

with an inside casing diameter of 231.9 mm.

The holes were drilled in the spring of 1984. Acquisition of the tube
casings and their actual deployment in the holes by injection. of
concrete grout between the tube casings and the hole walls was
completed early July. Figs. IV.3 and IV.4 give details for the

boreholes.

Hole-locks provided by Sandia were deployed in the holes. A hole-lock
orientation survey was undertaken by the Stavanger, Norway, office ot
Sperry-Sun. This survey showed that the inclination of the two holes

is 0.58 and 0.82 degrees, which in both cases is well within the

requirement of 2.5 degrees.

Iv.3 Element vaults

It was decided to use prefabricated bottomless fiber glass tanks for
the shallow vaults in the array. In addition to being economically
favorable (actual tank based on standard units from the manufacturer),
this approach was believed to be the best solution to the problem of
achieving absolutely waterproof vaults. It was clear at an early time
that several vaults would have to be placed in locally flat and swampy
places, which could have made it difficult to avoid water leakages for

conventionally built concrete vaults.

A sketch drawing of a fiber glass tank is shown in Fig. IV.5. Twenty-
four tanks were acquired during February and March and the deployment
work started in March. After excavating the soil, a hole approximately
3 m deep was blasted and a concrete pad was prepared at the bottom.
The tank was then placed in a circular channel on top of this pad and
sealed using water proof epoxy cement. Backfilling was done carefully
to prevent damage to the side walls of the tank. The work with the
deployment of the shallow vaults was completed on July lst. The solu-
tion adopted for the element vaults appears to be successful, and only

one minor leakage was identified during the months following the
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deployment. This leakage was easily stopped by additional injection of
epoxy cement. The climate inside the vaults appears to be very stable
and favorable; temperatures are close to 40°F, irrespective of the

outside temperature.

IV.4 Central terminal building

Fig. IV.6 shows the central terminal building. The building is located
10 m away from the center of the array geometry. The contractor chosen
for constructing the building completed it on Junme l5th after a two-

month etfort.

The larger room underground is for the central processor for acquisi-
tion, control and transmission of the data from the 36 seismometers in
the array. The smaller room underground houses batteries, which need a

separate, well-ventilated room due to hydrogen leakage.

The 4.5 m diameter satellite antenna is placed as shown in Fig. IV.6.
It faces an INTELSAT satellite in position 213.54° from true north

at an elevation of 16.8°. A hypolon cover, which is transparent to the
radio frequency signals, constitutes the wall of the antenna building
which faces the satellite. The ground in front of the building has been

cleared for trees to provide free sight for the antenna.

IV.S Summary of field work

All field work progressed according to scheduled plans or with minor
delays. Some time margins were, however, built into the original
progress schedule, in order to make sure that all work by the coatrac-
tors would be completed by August 15, 1984. This allowed the Sandia
representatives to start system implementation work on August lst and
to continue their work unimpeded until completion of system

deployment.
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Fig. IV.l Geometry of the new regional array NORESS in Norway.
Each dot represents either a 3-axis or a single
(vertical) axis instrument.
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Fig. IV.2 Cross sections of various trench types, with cables in
bottom. a) Standard trench in soil. b) Treunch in swampy
areas. c¢) Trench blasted in rock with soil overburden.
d) Trench blasted in rock with no overburden.
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Fig. IV.3
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Borehole casing with detail of joint. The 60 m long
casing is composed of 10 tubes each 6 m long, welded
together with an outside sleeve.
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The central terminal building. Top: Top view showing the
antenna room and an adjacent storage room. Bottom: Cross
section with underground rooms for electronic equipment
and central processors.
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V. DATA TRANSMISSION
V.l Satellite transmission of data to the U.S.

During the reporting period, several meetings were arranged with the
Norwegian Telecommunications Administration (NTA), with discussions on
data transmission via satellite to the U.S. In January, NTA applied to
INTELSAT for approval of a non-standard earth station for data
transmission from the new array. The INTELSAT Board of Governors
approved of such an earth station in March. By contract between COMSAT
General and Sandia, COMSAT is to provide this satellite service from
Norway to various locations in the U.S. In accordance with NTA's con-
ditions (NTA being responsible towards INTELSAT for the operatiom of
the earth station in Norway), the licence and provisional ownership of

the antenna e{uipment located in Norway reside with NORSAR.

NTA has also allowed NORSAR to operate and maintain the antenna sta-
tion and a contract between COMSAT and NORSAR on these matters has
been negotiated. A dedicated telex line from NTA's control center in
Oslo to the antenna site allows NTA to control remotely and on a

24-hours—a-day basis the transmitter high voltage supply.

The installation work for the equipment for satellite transmission of
data progressed satisfactorily. The mechanical parts of the satellite
antenna were mounted inside the central terminal building in late
June, and all electronic parts were in place by late August. An exten-
sive verification test sequence initiated late August proved that the
performance of the NORESS earth station complies with the INTELSAT
technical requirements for operation with INTELSAT satellites.
Transmission of seismic data to the U.S5. started late September and in

a regular mode from November lst.

V.2 Land line to Kjeller
The seismic data from the new array are transmitted to Kjeller via a
new 64 Kbits/s digital land line. NTA's work with this line suffered

from several delays due to technical problems. These problems have now

been solved, and from January 2, 1985, data from NORESS have been
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transmitted to Kjeller in a continuous mode. However, data trom the
period late September through December have been requested from San-—
dia, Albuquerque (one ot the U.S. institutions receiving data trom
NORESS via the satellite link).
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VI. EQUIPMENT PURCHASED

An IBM 4341 Model KlU processor has been purchased during the
reporting period. This processor is the centrai unit in the ovn-line
processing ot data from the new array. A processing package tor ana-
lysis of array data (Mykkeltveit and Bungum, 1984) nas been ilmple-

mented on this processor.

Two Megamux multiplexing units have been acquired. These are for the

transmission of data from the field installation to the Data Center at

Kjeller.

Finally, an IBM/XT computer has been purchased. This computer is used
as an 1nteLfa£e to the ARPANET, for transmission of seismic event

bulletins to the Center for Seismic Studies, in Rosslyn, VA.
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VII. THRESHOLD CAPABILITY OF THk NEW ARRAY FOR SMALL MAGNITUDE
SEISMIC EVENTS

Based on the recordings obtained to date, a preliminary evaluation ot

the event detection capability of the new array has been conducted. A

summary of the results are presented in this section. It should,

however, be noted that a considerably larger recording and evaluation

period is necessary in order to obtain more reliable threshold estima-

tes, and such work will be carried out under subsequent contracts.

VII.1 Local and regional seismic events

The evaluation procedure has been to compare NORESS-detectiouns to
reportings by local seismological agencies in Scandinavia and Finland.
A local magnizude scale developed at the University of Uppsala,
Sweden, has been used in assessing the size of recorded events. Our

preliminary results are as follows:

a) Distance range 0-200 km
At this range, NORESS records an abundance of very small eveants,
almost none of which are reported by any other agency. The
threshold at this range is probably close to My = 0.0. An example
of recordings of a mining explosion (My = 1.5) at 120 km distance
is shown in Fig. VII.l, and the processed NORESS results are
displayed in Fig. VII.2. This small event produces very strong

signals (both P and Lg), almost 2 magnitude units above the
detection threshold.

b) Distance range 200-1500 km
In this range, P and Lg are often detected together for a recorded
event, The treshold increases rapidly with distance, and the P-
threshold is approximately Mj = 2.0-2.5 at 1500 km epicentral
distance. It is worth noting that P is usually more high frequent
than Lg, whereas Lg often have a larger signal amplitude.

Nevertheless, P-detection appears to be most efficient, because ot
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the very steep decline in seismic noise level with increasing

frequency.

c) Distance range 1500 - 3000 ka
In this range, large regional variations in detectability are
observed. In particular, the low signal frequency of events from
the Mid-Atlantic ridge gives a high threshold, whereas detec-
tability of events from Eurasia is much better. Lg is very seldom
detected in this distance range. Estimated P-thresholds range from

mp = 2 to m, = 3 for Eurasia.

VIi.2 Teleseismic events
Distance range 3000 - 10000 km
In this "teleseismic" range, only P-detections are of significant

interest in the short period band. Again, there are considerable
regional variations in detectability. It is well known that signal
"focusing" effects beneath the receiver are a significant factor im
this regard, and any evaluation must therefore take this into
conslderation. The NORESS site is particularly good for certain areas
of Central Asia, including the nuclear test sites at Semipalatinsk
(U.5.5.R.) and Lop Nor (China). At these sites, a threshold of mp =
3.0 or slightly better has been determined. In other areas from which
signals with rich high frequency contents are seen, such as the Kurile
Islands and Hindu Kush, the threshold is between my 3 and 4. For signals
from the Western Hemisphere, the high frequency content is very low,

and the threshold is between mp = 4 and 5.

An example of recordings from a presumed underground explosion at
Semipalatinsk (mp = 4.3) 1is shown in Fig. VII.3. Note the high
signal-to-noise ratio on each individual array channel. The array beam
has an SNR of close to 100, implying that a Semipalatinsk explosion of
a size 1.5 mp units smaller than the one displayed would probably have

been detected.




- 22 -

e

| s T TFSe0 Doy i & Y EA R T DS
O gy Ly i - A S -7 & - 52N = B S S
FPloe mtart tirvrioa T RS A - 7 £ LL e - &L o & O A
e e T M e e 7 T =
o o = O T =oO T & O A = R =N~ ST 5
A0z 42664 S L e S S e =
Arz 150786 e Lt e R B
Azz 3396y
ANZ Yaaz2m »—h*‘
8rx erar 7 _,,,,,ﬁ.‘_+? T ———— ———
Bez “araa A U e S S R W el L e UL St R B = =
B3z 14796 0 e i+ - e e
e 2ETPO - e
e ———————— = e
B3 35677 *_+ B e R —
rz 73428 —
c2z seesr T
cazx 195306 i
— = e e e ——— -
cez 2883
€8z 23546 _.._—H:: e =
cez 28036 ___H; SRS Dertage s e
crz 8soos ==-E e
| orz 26494
|
D2z zoaor
st rReve *
Dez LA - eteien ittt ———— i
psz LY (X SRR —
o8z 20VYS S S e L
brz rarra
paz 28388 “._#
o9z zaz35 ﬁ‘__+?
o - o T 20 T & O _ - o T O o
|
—_— “ = M B e e B SO BRI S PSS TSR TS (IS N S S T R U — e
TIME ST PR B | ' - TinE 38/73.37. 197
= = - e e ———————————————
' = a - A & & 4 a o 1 z £ ] Fing & a > a
= e A A W\M’\NJ\;WM _.,Wﬁ.m.ww‘ﬁ“uhwwkww S T
UNFILTERED SCALE Y904 UNFILTERED SCALE 22832
vEL T3 KM.’S A2l 2088 vEL : €3 KM/S AZI 2000
———————— e P ——— e — 7 ——
o ’ 2 * ‘ 5 & > a8 o ’ 2 < s 5 ” “
1 I
e — -“--NWMKMMM W»MW-MN\M“MM.WFWMW~W""V-\~-»'
FILTER 80~-168.0M2 FILTER 8 0-180HZ
ScaLx 986 SCALE rTat6G

Fig. VII.l

NORESS recordings for a mining explosion (M, =1.5) at a

distance of 120 km. Top: Recordings for the 25 vertical
instruments. Bottom: Beams (unfiltered and filtered)
formed with velocity and azimuth as determined by the

automatic signal

processing following each detection

(detection times indicated by broad arrows above upper-

most trace).
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and Lg-phases from the event shown in Fig. VII.l.
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Fig. VII.3 NORESS recordings (25 vertical instruments) from a pre-
sumed underground Semipalatinsk explosion (mp = 4.3).
The time window covered i: 30 sec long and all channels
are filtered with a 2-4 Hz bandpass filter.
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